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PREFACE

This Standard was prepared by the Standards Australia Committee on Ceramic Tiling. It provides
information for specifiers on the selection of a ceramic tiling system.

The fixing of ceramic tiles in normal situations is covered in AS 3958,Ceramic tiles, Part 1:Guide
to the installation of ceramic tiles.

With the permission of the British Standards Institution, some of the content of this Standard has
been derived from BS 5385—1989,Wall and floor tiling, Part 3:Code of practice for the design
and installation of ceramic floor tiles and mosaics.

 Copyright STANDARDS AUSTRALIA

Users of Standards are reminded that copyright subsists in all Standards Australia publications and software. Except where the
Copyright Act allows and except where provided for below no publications or software produced by Standards Australia may be
reproduced, stored in a retrieval system in any form or transmitted by any means without prior permission in wri ting from
Standards Australia. Permission may be conditional on an appropriate royalty payment. Requests for permission and information on
commercial software royalties should be directed to the head off ice of Standards Australia.

Standards Australia wil l permit up to 10 percent of the technical content pages of a Standard to be copied for use
exclusively in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia wil l also permit the inclusion of its copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identif ied.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in
commercial contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia at any time.
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SECTION 1 SCOPE AND GENERAL

1.1 SCOPE This Standard deals with the various procedures involved in the selection of a ceramic
tiling system.

The qualities of the materials that are to be used are set out in Section 2.

Section 3 sets out the information that should be considered when selecting a ceramic tiling system,
Section 4 sets out the various steps that should be taken in drawing up the specification and
Section 5 deals with specific situations such as chemical resistance and swimming pools.

NOTES:
1 Most normal residential situations are adequately covered in AS 3958.1.
2 Additional information on the fixing of ceramic tiles in specialist situations, such as swimming pools, or where

chemical resistance is required, may be found in BS 5385, Part 4.

1.2 REFERENCED DOCUMENTS The following documents are referred to in this Standard.

AS
1226 Methods of sampling and testing clay building bricks
1226.5 Part 5: Method for determining characteristic expansion

1315 Portland cement (incorporating Amdt 1)

1684 Timber Framing Code

1720 SAA Timber structures
1720.1 Part 1: Design methods

2358 Adhesives—For fixing ceramic tiles

2870 Residential slabs and footings
2870.1 Part 1: Construction
2870.1 Supp 1: Commentary

3600 Concrete structures

3700 SAA Masonry Code

3740 Waterproofing of wet areas within residential buildings

3958 Ceramic tiles
3958.1 Part 1: Guide to the installation of ceramic tiles

4100 Steel structures

BS
1014 Specification for pigments for Portland cement and Portland cement products

5385 Wall and floor tiling
Part 1: Code of practice for internal ceramic wall tiling and mosaics in normal conditions
Part 2: Code of practice for external ceramic wall tiling and mosaics
Part 3: Code of practice for the design and installation of ceramic floor tiles and mosaics
Part 4: Code of practice for ceramic tiling and mosaics in specific conditions

6431 Ceramic floor and wall tiles
NOTE: Specif ic Parts of BS 6431 are considered in Appendix A

8298 Code of practice for the design and installation of natural stone cladding and lining

1.3 DEFINITIONS For the purpose of this Standard the definitions given in AS 3958.1 apply (see
also Clause 1.5).

1.4 MATERIALS All materials used should be in accordance with AS 3958.1.

COPYRIGHT


